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Introducing the Hurco aavantage
for large machines.

The dual column DCX22 is the only machine in its class with the integrated Hurco control powered
by WinMax. Finally, shops that produce large parts and molds can benefit from the versatility of the
Hurco control that supports NC programming and conversational programming equally well. Our
control technology combined with our stringent design and manufacturing processes, make the
DCX22 an excellent investment.

m A 2-meter machine with more than 1.75 meters in Y.

m High grade, cast iron frame tested with dynamic and static Finite Element Analysis.

m Superior to C-frame design when producing larger parts.

FEATURES AND OPTIONS  coolant / Chip Removal  Spindle / Motor

Chip Conveyor High Speed Servo Systems
Coolant Ring Low Air Pressure Switch
Coolant Screen System Motor Brake in Z-Axis

High Pressure CTS Spindle Chiller

Spindle Coolant Nozzle . )
Telescopic Way Covers TOOllng / Accessories
Top Dome Tooling and Vises

Wash Down Gun and Air Gun Trunnion Tables

Wash Down System Rotary Tables

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.

Frame / Cabinet

Air Conditioner

Door Interlock

Dual Work Lights

E-Stop Button on Control Head
Easy Access Side Door with Latch
Fully Contained Tool Storage
Linear Glass Scales (X, Y, Z)
Linear Rails

Lube Oil Separator

Power Cabinet Heat Exchanger
Solid One Piece High-Grade Cast Iron Bed



DCX22

X, Y, Z Axis Travel, inches (mm)

86.5 x 69 x 29.5 (2,200 x 1,750 x 750)

Table Size, inches (mm)

82.7 x 63 (2,100 x 1,600)

Max Weight on Table, Ibs (Kg) 13,220 (6,000)
Peak Spindle Motor, hp (Kw) 24 (18)
Max Spindle Motor Torque, ft Ibs (Nm) @ rpm | 10k 210 (285) @ 600
Rapid Traverse X,Y, Z Axis, inches (M) / min 945 (24)
Number of Tools Standard 40 CAT (BT) 40
Pasitioning, inches (mm) +0.0002 (0.005)

Repeatability, inches (mm)

+0.0001 (0.0025)

Machine Weight, los (Kg)

41,800 (19,000)

Optimum machine performance is reliant upon installation conditions at the facility, such as
power supply, air supply, and ambient air conditions.
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Dual-zone machining center.

The Hurco VTXZ dual-zone machining center can work as a dual work zone machine for continuous

production or a single zone machine for long structural parts.

m Control supports single zone and dual zone operation with on-screen mode change.
m Machine design includes two 30" x 26" (762 x 660 mm) work zones that can be converted to one zone that facilitates

effecient processing of parts up to 80" (2M).
m Right and left doors lock independently—cut in one zone, setup in the other.
m Equal-sized zones with minimal dead zone volume.
m ATC moves with traveling column.

FEATURES AND OPTIONS  coolant / Chip Removal  Spindle / Motor

Chip Conveyor High Speed Servo Systems
Coolant Ring Low Air Pressure Switch
Coolant Screen System Motor Brake in Z-Axis

High Pressure CTS Spindle Chiller

Spindle Coolant Nozzle . )
Telescopic Way Covers TOOllng / Accessories
Wash Down Gun and Air Gun Tooling and Vises

Wash Down System Rotary Tables

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.

Frame / Cabinet

Air Conditioner

Door Interlock

Dual Work Lights

E-Stop Button on Control Head
Easy Access Side Door with Latch
Fully Contained Tool Storage
Linear Glass Scales (X, Y, Z)
Linear Rails

Lube Oil Separator

Power Cabinet Heat Exchanger
Solid One Piece High-Grade Cast Iron Bed



VIXz

X, Y, Z Axis Travel, inches (mm)

2 @ 30 x 26 x 24 (762 x 660 x 610)

Without partition X, Y, Z Axis Travel, inches {(mm)

80 x 26 x 24 (2,032 x 660 x 610)

Table Size, inches {mm)

90 26 /2 @ 35 x 26 (839 x 660)

Max Weight on Table, Ibs {Kg)

2@ 3,000 (1,364)

Peak Spindle Motor, hp {(Kw) 24 (18)

Max Spindle Motor Torque, ft Ibs (Nm) @ rpm | 12k 175 (237) @ 720
Rapid Traverse X, Y, Z Axis, inches (M) / min 1,378 (35)
Number of Tools Standard 40 CAT (BT) 40
Positioning, inches {(mm) +0.0002 (0.005)
Repeatability, inches (mm) +0.0001 (0.0025)
Machine Weight, Ibs (Kg) 38,500 (17,500)

Optimum machine performance is reliant upon installation conditions at the facility, such as

power supply, air supply, and ambient air conditions.
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Efficient machining of complex
production parts.

The HTX horizontal machining centers match the performance of many machines that cost twice
as much.

m Fast, twin 500 mm pallet system keeps cycle times low.

m Fully integrated 4-Axis capability to efficiently machine complex production parts accurately (full 4th axis
rotary table).

m Higher contour machining rates with superior surface finish compared to vertical machining center with
similar design.

FEATURES AND OPTIONS  cCoolant / Chip Removal ~ Spindle / Motor Frame / Cabinet
Chip Conveyor High Speed Servo Systems Air Conditioner
Coolant Ring Low Air Pressure Switch Door Interlock
Coolant Screen System Motor Brake in Z-Axis Dual Work Lights
High Pressure CTS Spindle Chiller E-Stop Button on Control Head
Spindle Coolant Nozzle . ) Easy Access Side Door with Latch
Telescopic Way Covers Tooling / Accessories  Fully Contained Tool Storage
Wash Down Gun and Air Gun Tooling Linear Glass Scales (X, Y, Z)
Wash Down System Tombstone Linear Rails

Lube Oil Separator
Power Cabinet Heat Exchanger
Solid One Piece High-Grade Cast Iron Bed

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.



All Hurco machine tools are
ergonomically designed to allow
ample room in the work cube for
fixturing and part setup.

Our integrated Hurco control with WinMax software is what

sets us apart. Our powerful technology coupled with usability
design techniques will increase productivity at your business and
ultimately help you increase profitability.

o Y

HTX500
X, Y, Z Axis Travel, inches {mm) 28x24x24 (710 x 610 x 610)
Table Size / Pallet Size, inches (mm) 19.7 x 19.7 (500 x 500)
Max Weight on Table, Ibs (Kg) 1,100 (498)
Peak Spindle Motor, hp (Kw) 24 (18)
Max Spindle Motor Torque, ft lbs (Nm) @ rpm | 12k 175 (237) @ 720
Rapid Traverse X, Y, Z Axis, inches (M) / min 1,260 (32)
Number of Tools Standard 60 CAT (BT) 40
Positioning, inches (mm) +0.0002 (0.005) -
Repeatability, inches {mm) 10.0001 (0.0025) o
Machine Weight, Ibs (Kg) 28,650 (12,996) w

Optimum machine performance is reliant upon installation conditions at the
facility, such as power supply, air supply, and ambient air conditions.
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USB Port. (Side)

Oversized spindle

Provides generous bar capacity.

Oversized, hinged
side doors.

Best In Class details
make It a Hurco turning center.

m Massive, robust construction.  m All-Digital.
Rigid, fine grain, cast iron slant-bed All-digital controls, drives, and
design. Machine weight is heavier than motors with absolute encoders on
any in its class. all linear axes promote superh
surface finish.

True slant-bed lathes.
Because our turning centers are
true slant-bed lathes, the design
results in a much more rigid
machine because the weight is on

the ball screw.
Flexible 12 station turret.

Each station accommodates bore static or live tooling
50 there’s no need to adapt your tooling to the design of
the turret—it adapts to you.

HUNRCo

bore. ———

Front Access
for chuck and

tailstock pressure.

Inside door.

Keeps coolant and chips
inside machine.

State of the art spindle technology.
Reliable. Powerful. Precise. Cartridge design eliminates
maintenance and protects internal bearing system of spindle.

Sloping telescopic way covers.

Designed to keep chips out and to protect
the premium components inside the

machine.

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.

Built-in sub-spindle
motor with chiller.

Signal light.

You can see what the machine is doing from across
the shop. Indicates end of cycle, motion hold,
machine fault, and emergency stop.

Pivoting control mount.
Place the control where it is

comfortable for you.
L Convenient storage.
Door folds down to hold
i prints while programming.
e
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New coolant tank design.

Improves chip management and pulls out from
the front for easy cleaning and maintenance.

Washdown and air guns.

(16 ]

The newest addition to Hurco’s world renowned control is
power packed with 25 new features that will benefit your

(]
®
\X, 1 I l | \/ Ia x Slashes setup time.
Increases productivity.
“« @Y

Figd 25 S6b

e operation beyond expectations. The Advanced Verification
Graphics feature with 3D solid rendering lets you program with
ran b confidence. Real time rendering and dynamic rotation are

especially powerful when using the Hurco turning centers with
el ol multi-tasking (TMX8MY, TMX8MYS, TMM8, and TMM10).

Fan o The versatility of Hurco technology gives you more control over
your shop’s processes because it is equally powerful whether
you use NC programming or conversational programming.
Our integrated control technology powered by WinMax®
software is truly an investment in the future that will give you
a competitive advantage. And because WinMax uses the proven
Microsoft Windows® platform, you're less likely to get stuck with

ten an outdated control because the Windows platform is more
likely to be compatible with future technology compared to

the closed software schemes found on some other brands of

machine tools.

o isaiw

Designed to fit you.

When it comes to machine design, ergonomic features are often an
afterthought or overlooked entirely. At Hurco, we take the time to design
our products to fit how you work instead of forcing you to work around the
design of the machine. You'll notice the benefits of such thoughtful design
features—doors with hig handles that are easy to open and close; a large
work cube so you have more room to work; a control console on a pivoting
mount for easy adjustment; big buttons with logical labels that are easy to
see; and convenient access to chuck and tailstock pressure.
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More power for the money.

The TMX Series of high performance lathes has increased travels, faster spindle acceleration rates,
more horsepower, and faster rapids. Additionally, the programmable tailstock and new plug and
play options significantly increase productivity. Invest in the TMX lathe that meets your turning
needs and gives you the best return on your investment.

m TMX8.
m TMX8MY with radial live tooling turret and Y-axis.
m TMX8MYS with radial live tooling turret, Y-axis, and sub-spindle.

FEATURES AND OPTIONS  coolant / Chip Removal  Spindle / Motor

Chip Conveyor High Speed Servo Systems
Coolant Screen System Low Air Pressure Switch
High Pressure Coolant Ready Spindle Chiller
Telescopic Way Covers
Wash Down Gun and Air Gun Tooling / Accessories
Chuck Air Blast
Tooling
Tool Setter

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.

Frame / Cabinet

Auto Door, Door Interlock

Easy Access Side Door with Latch
E-Stop Button on Control

Fully Contained Tool Storage Shelves
Linear Rails

Lube Oil Separator

Parts Conveyor, Parts Catcher

Power Cabinet Air Conditioner

Power Cabinet Heat Exchanger

Solid One Piece High-Grade Cast Iron Bed
Work Light



The ultimate in productivity
With the TMX8MYS, you get the optimum bang for your buck
when it comes to productivity. You not only get the high ig

Intelligent design and premium components performance of the TMX slant-bed turning center and

facilitate turning centers that can withstand the motorized live tooling, you get the honus

stress of hard turning. Because we design our Y-axis and a programmable sub-spindle

turning centers as true slant-bed lathes, with C-axis control. All of this adds up to increased i
the weight is on the ball screw, which results in performance, less setups, and less time handling materia

a much more rigid machine. because you can finish parts on both the front and back side.

*ﬁ-..
7/ W\ N -
5 Live Tooling .
I T Y !‘- i ik f-
TMX8 TMX8MY TMX8MYS
X, Z, W, Y Axis Travel, inches (mm)* 8x22x24 (203 x 560 x 610) | 8.7x22x24 x 4.4 (220 x 560 x 610 x 110) 8.7 x22 x 24 x 4.4 (220 x 560 x 610 x 110)
Swing Over Cross Slide, inches (mm) 15 (381) 20 (508) 20 (508)
Distance Between Centers, inches {(mm) 28.5 (724) 28.5 (724) 27.3 (693)
Max Cutting Diameter, inches (mm) 14 (356) 13.6 (345) 13.6 (345)
Max Cutting Length, inches {mm) 21 (533) 21 (533) 21(533)
Bar Capacity, inches (mm) 2.5 (64) 2.5 (64) 2.5 (64)
Peak Spindle Motor, hp (Kw) 36 (27) 36 (27) 36 (27)
Max Spindle Motor Torque, ft Ibs {Nm) @ rpm 227 (307) @ 833 227 (307) @ 833 227 (307) @ 833
Rapid Traverse X / Z Axis, inches (M) / min 950 /1,200 (24 / 30) 950/ 1,200 (24 / 30) 950/ 1,200 (24 / 30)
Tool Shank, inches (mm) 1(25) Square 1(25) Square 1(25) Square
Number Of Tools Standard 12/ Slotted 12/ Radial 12 / Radial
3 Jaw Chuck, inches (mm) 8(203) 8 (203) 8 (203)
Turret Index Time - Adjacent (sec) 0.3 Sec 0.3 Sec 0.3 Sec
Positioning, inches {mm) +0.0002 (0.005) +0.0002 (0.005) +0.0002 (0.005)
Repeatability, inches {mm) +0.0001 (0.0025) +0.0001 (0.0025) +0.0001 {0.0025)
Weight, Ibs (Kg) 10,580 (4,800) 11,464 (5,200) 11,464 (5,200)
g HP, (Kw) N/A 7.3(54) 73(54)
§ Torque, ft Ibs {(Nm) @ rem 4k N/A 17 (23) @ 2,250 17 (23) @ 2,250
-%) Tooling N/A VDI 40/ DIN 5480 / Radial VDI 40/ DIN 5480 / Radial
o | Peak Spindle Motor, hp {Kw) N/A N/A 20 (15) o
.-g_ Spindle Speed N/A N/A 6,000 &Y
_.: Chuck Size, inches {mm) N/A N/A 6 (152)
< | Bar Capacity, inches {(mm) N/A N/A 1.25 (32) -

Optimum machine performance is reliant upon installation conditions at the facility, such as power supply, air supply, and ambient air conditions.

P AG

*W axis = tailstock axis / sub-spindle
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Small footprint, Solid design.
Affordable price.

The small footprint, large work cube, ergonomic design, chip management system, and affordable
price tag of the Hurco CNC slant-bed turning centers make small batch manufacturing profitable.

m The TM Series combines the smallest footprint in the industry with a large work cube.

m More rigid than competitive models.
m Low base price (TM models from $43,995).

m The TMM lathes with live tooling include C-Axis standard and program to .001 of a degree. Any station can be a

live tool.
m Best in class chip management system.

FEATURES AND OPTIONS  coolant / Chip Removal  Spindle / Motor

Chip Conveyor High Speed Servo Systems
Coolant Screen System
Telescopic Way Covers Tooling / Accessories
Wash Down Gun and Air Gun Chuck Air Blast

Tooling

Tool Setter

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.

Frame / Cabinet

Door Interlock

Easy Access Side Door with Latch
E-Stop Button on Control

Fully Contained Tool Storage Shelves
Linear Rails

Lube Oil Separator

Parts Catcher

Power Cabinet Air Conditioner

Power Cabinet Heat Exchanger

Solid One Piece High-Grade Cast Iron Bed
Work Light



Our TM turning centers are designed and
manufactured to make your shop efficient.

Many competitive models force you to adapt your
tooling to the design of their turret compared to
Hurco turning centers that support both OD tool

holders and

Live Tooling

ID tool holders.

Experience the efficiency of multi-tasking

A TMM slant-bed turning center with live tooling is the most efficient
solution for small to medium lot sizes of parts that require
turning and secondary milling/drilling operations. Save i
time with one setup and you won't lose accuracy due to
refixturing. Many competitive turning centers
charge extra for the C-axis, but it is standard
on our TMM turning centers. We also use a

fast servo turret instead of the slower hydraulic turret
give you the maximum benefit from multi-tasking.

Live Tooling
l_.,ir I ‘.‘:la i_l.i! ﬂt I _L!E 4?
—
™6 ™8 T™M10 TMMS TMM10

X, Z Axis Travel, inches (mm) 7 x 14 (178 x 356) 8 x 20 (203 x 508) 9.8 x 29.5 (250 x 750) 8 x 20 (203 x 508) 9.8 x 29.5 (250 x 750)
Swing Over Cross Slide, inches {mm) 9.4 (240) 13.2(335) 15.8 (402) 13.2(335) 15.8 (402)
Distance Between Centers, inches (mm) 15.8 (401) 23 (584) 28 (711) 23 (584) 28 (711)
Max Cutting Diameter, inches {mm) 124 (316) 14 (356) 17.7 (450) 10 (256) 12.9(327)
Max Cutting Length, inches (mm) 13.4 (340) 19 (483) 28.3 (720) 17.9 (455) 26.2 (666)
Bar Capacity, inches (mm) 1.77 (45) 2.0 (51) 3.0(76) 2.0 (51) 3.0(76)
Peak Spindle Motor, hp (Kw) 17.5 (13) 20 (15) 25(19) 18 (13) 24 (18)
Max Spindle Motor Torque, ft Ibs (Nm) @ rom | 6k | 81.5(110) @1,125 | 4.8k | 117 {159) @ 900 | 3k | 219(297) @ 600 | 4.8k | 258(350) @360 | 3k | 350 (474) @ 360
Rapid Traverse X / Z Axis, inches (M) / min 7501945 (19 / 24) 7501945 (19/ 24) 750/ 945 (191 24) 750/ 945 (19/ 24) 7501945 (19/ 24)
Tool Shank, inches {mm) 3/4 (19) Square 1 (25) Square 1 (25) Square 3/4 or 1 {19 or 25) Square 1 (25) Square
Number Of Tools Standard 12/ Slotted 10/ Slotted 12/ Slotted 12 /Axial 12 / Axial
3 Jaw Chuck, inches {mm) 6 (152) 8 (203) 10 (254) 8{203) 10 (254)
Turret Index Time - Adjacent (sec) 0.5 Sec 0.5 Sec 0.5 Sec 0.23 Sec 0.31 Sec
Pasitioning, inches {mm) +0.0002 (0.005) +0.0002 (0.005) +0.0002 (0.005) +0.0002 (0.005) +0.0002 (0.005)
Repeatability, inches {mm) +0.0001 (0.0025) +0.0001 (0.0025) +0.0001 (0.0025) 40.0001 (0.0025) +0.0001 (0.0025)
Weight, Ibs (Kg) 7,100 (3,220) 8,575 (3,890) 11,111 (5,040) 10,141 (4,600) 11,550 (5,250)

HP, (Kw) 6(4) 9(6)
Torque, ft Ibs {(Nm) @ rpm 5k 21 (28) @ 1,500 31 (42) @ 1,500
Tooling VDI 30/ DIN 5480 / Axial | VDI 40 /DIN 5480 / Axial

Optimum machine performance is reliant upon installation conditions at the facility, such as power supply, air supply, and ambient air conditions.
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Trunnion Tables

Premium components and quality design of Hurco trunnion tables promote accuracy and reliability.
m Large diameter roller bearings promote rigidity.

m Powerful hydraulic clamping system.

m Anti-backlash worm drive system for A and C axes.

m Rotary encoders yield tighter tolerances.

m Six mounting T-slots.

Model Table Diameter Maximum Part Size @ Table Load
inches (mm) inches (mm) Ib (Kg)
HTT 200 7.8 (198) 12.6 (320) 330 (150)
HTT 250 9.8 (248) 15.75 (400) 440 (200)
HTT 350 13.7 (348) 18.7 (475) 550 (250)
HTT 400 15.7 (398) 21.7 (550) 660 (300)
HTT 500 19.7 (500) 23.6 (600) 1,100 (500)

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.



Rotary Tables

With a generous through-hole and the ability to be horizontally or vertically mounted, the Hurco rotary tables are a
practical way to increase efficiency. The integrated Hurco control offers 5-sided machining using G-Code or Hurco’s
conversational programming.

m Dual lead worm for increased rigidity.

m Cross roller bearing for increased rigidity, compact design, low friction and cooler
operating temperature.

m Disc brake for positive clamping and low distortion.
m Superior accuracy.

All of the Hurco Rotary Table Kits include the table with motor, electrical harness
interface, and cable mounting hardware.
=18

" H160

Table Diameter A (mm) 165

Center Height in Vertical J (mm) 140

Table Height in Horizontal M (mm) 185

Thru Hole Diameter K (mm) 39.8 39.8 70 70
Overall Dimensions (W, D, H) (mm) 420, 270, 255 420, 270, 255 520, 305, 330 520, 305, 370"
Maximum RPM 333 333 333 333
Positioning Accuracy (sec) 25 25 15 15
Repeatability (sec) 2 2 +2 +2
Clamping Force Kg/M, Air Pressure (5Kg/cm?) 25.5 25.5 457 457
Permissible Load-Horizontal (Kg) 160 160 300 300
Permissible Load-Vertical (Kg) 80 80 125 125

!Note: Overall height and width for H320 extends beyond housing.
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Hurco offers a one-stop shopping approach, which is attractive when financing a new
machine. You can roll all of the accessories into one purchase to get all of the
equipment you need to maximize your machining center. In addition to accessories
and tooling, Hurco offers financing that simplifies the purchasing process.

Tooling

For general machining applications, Hurco has created a basic kit of high quality durable tool holders.
m Precision ground tapers ensure precise tool seating.

m Each end mill holder taper is ground to a tolerance of AT3 or better.

m Made of high strength alloy steel.

Hurco Tooling Kit
(CAT 40)

Description Quantity
ER-16-4 Collet Holder 1

ER-32-4 Collet Holder 1

ER-16-4 ER Collet Set One 10 pc. set
ER-32-4 ER Collet Set One 18 pc. set
End Mill Holder for 1/4"-3" (6.35-76.2 mm)

End Mill Holder for 3/8"-3" (9.5-76.2 mm)

End Mill Holder for 1/2"- 4.63" (12.7-117.6 mm)
End Mill Holder for 5/8"-3.75" (15.9-92.25 mm)
End Mill Holder for 3/4"-3" (19-76.2 mm)

End Mill Holder for 1"- 4" (25.4-101.6 mm)
Shell Mill Holder 1" (25.4 mm) Arbor

Keyless Chuck Holder 1/2" (12.7 mm)

Rl |lRr|Rr R |R|~

Hurco Retention Knob Kits
(CAT 40 Holders)

Description Quantity
Non CTS Retention Knobs for CAT-40 Holders | 16 pc. set
CTS Retention Knobs for CAT-40 Holders 16 pc. set

Find more product information and specifications at www.hurco.com.
Machines shown with options. Prices and information may change without notice.



Vises / Tombstone
Hurco vises provide versatile material holding options for optimized job planning.
m Anti-lift clamp design prevents lifting of movable jaw.
m Hardened vise bed and jaw plates maintain accuracy.
m Machined surfaces are square and parallel to .001" for accuracy.

Dimension A B C D E F G H I J K L M N P Weight
Inch/lb 19.69 22.83 9.05|4.84 1492 (175|067 252|317 | 6.67 | 12.60 | 598 | 24.1 528 Ibs.
mm/Kg 500 | 40 | 580 | 154 | 230 | 123 | 125 | 445| 17 | 64 |80.5| 169.5| 320 | 152 | 625 240 Kg
i Y e
PN gn |
=  |: ' “},';" oo '.",{'
| | - e ey My |
e
[ |
Lad
Description | Model | Jaw Size Opening Clamping Force
4" Hurco Vise | HV44 | 4" (102 mm) | 4" (102 mm) 6,000 Ibs (2,722 Kg)
6" Hurco Vise | HV689 | 6" (152 mm) | 8.9" (226 mm) | 15,000 Ibs (6.804 Kg)
8" Hurco Vise | HV810 | 8" (203 mm) | 10" (254 mm) | 20,000 Ibs (9,072 Kg)
Description Model | Jaw Size Opening Clamping Force
Stackable Vise | HVS66 | 6" (152 mm) | 6" (152 mm) | 16,000 Ibs (7,258 Kg)
Description Model | Jaw Size Opening -
Hurco Double Clamp | HVDC65 | 6" (152 mm) 5" (127 mm)
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Hurco Europe Ltd.

SNp== Serving the United Kingdom,
Zlg Ireland, Africa, the Middle
Hurco Canada Ltd. East, and Scandinavia

Hurco USA

Hurco Companies, Inc.
Hurco USA

Serving the USA, Mexico, and South America Netherlands

—

Hurco Germany (GmbH)

Serving Germany, Austria, Belarus,
~__ Bosnia-Herzegovina, Croatia, the Czech
Republic, Hungary, Latvia, Lithuania, the Netherlands,
Poland, Portugal, Romania, Russia, Slovakia, Spain,
Turkey, Ukraine, and the Federal Republic of Yugoslavia

Shenzhen Technical Center

Hurco South Korea
ot
'ﬂ-.#
England e
o Germany
) Canada France » Italy
l Indianapolis, Indiana
L.A. Technical Center
G yranceEarl) Hurco India Pte. Ltd. —e [ Hurco China
s, Serving India, Ningbo
Pakistan, Bangladesh, -

Hurco Italy (S.r.l.)

and Sri Lanka

Hurco South Africa

Singapore

Hurco (S.E. Asia) Pte. Ltd.

[ Serving Singapore, Malaysia,
Thailand, Australia, New

Zealand, Philippines, Indonesia, and

Myanmar

=

Taiwan (HML/HAL)

* Hurco Manufacturing Ltd.
Hurco Automation Ltd.

i
— HML is responsible _
G for the manufacturing
and assembly of Hurco
machine tools.

HAL is responsible
=== for the manufacturing
! and assembly of Hurco
controls.
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